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`green` surface preparation systems

 
MORE THAN POWER





The patented MBX® technology was specially
developed for applications in car repair shops. The
MBX® Metal Blaster® easily removes undercoating and
rust - even in hard-to-reach areas. An excellent solution 
for removing paint - especially in contours and on 
edges, removes seals or gray cast iron, clean weld 
seams and threads without damaging the metal surface.

The accompanying MBX® Vinyl Zapper that can be 
mounted onto the tool, with little effort easily removes 
vinyl letters, decals, adhesive residues etc. without
overheating or damaging the paintwork.

Among its other awards, the MBX® Metal Blaster®

Pneumatic was included among the winners in the „TOP
20 Tools Award“ sponsored by „Motor Magazine“.

MBX® systems are different from conventional surface
preparation systems in that MBX® systems are based 
on several physical principles. Flexible belts are inserted
loosely into a cage-like adaptor system and secured 
with safety arms. The centrifugal force created by 
rotation causes the belt to tighten and work as if 
suspended on an air cushion.

The vibration of the wire bristles (occurring when the 
bristles strike the target surface), is absorbed by the air-
cushion. The bristles re-strike the target surface at rest
(without vibration). This achieves the maximum kinetic
energy.

MBX® Belts consist of individual, U-shaped bristles
anchored in a polyamide fabric. Made of carbon spring
steel, the bristles have heat treated tips that strike the
target surface individually during rotation.
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Watch the application video
(youtube)

High safety level:

The bristles are U-shaped anchored in the polyamide 
fabric.

No heat development:

Avoid dangerous fumes and smudging during the 
removal of viscous materials (e.g. removal of underbody 
coatings in the automotive industry).

No grinding: 

Does not remove healthy material or create deformity.

Flexibility:

High degree of adaptability when working on contoured 
areas or areas with sharp edges.

Optimal Performance: 
          
Because of their design, each bristle tip strikes the 
target surface twice per rotation .

Long service life:
        
Specially heat-treated bristle tips with a hardness up to 
68 HRC (Rockwell hardness) provide for a level of 
hardness never before achieved with conventional 
brush technology.



 
Due to individually strengthened components, this
IN-LINE drive unit can be used continuously on a daily
basis. The special designed gear reduction increases
the torque at 3,500 rpm.

The low speed of 3,500 rpm and the light construction
ensure a high degree of worker safety and easy, flexible
handling. The IN-LINE design allows the highest
possible efficiency of operation, also in difficult to reach
areas.
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Technical Data

Weight: 				               1.1 kg / 2.4 lbs

Air pressure connection thread: 		       Rp 1/4 “

Required Hose diameter: 		         3/8 “ ID (9.5 mm)

Rotational speed: 			                  0-3500 rpm

Required flow pressure: 		            6.2 bar / 90 psi

Average air consumption: 	                  17.5 CFM (500 l/min)

Vibration (EN ISO 8662-1; 8662-4): 	                     1 m/sec2

Sound pressure level (DIN 45635-21; ISO 3744):           83 dB

The MBX® Metal Blaster® PSD is the budged-priced
alternative, e.g. for body shops where the tool is opera-
ted on an infrequent basis.

Technical Data

see MBX® Metal Blaster® PHD

  
For applications where the use of pneumatic tools is not
possible, we offer an electrical driven tool.
The MBX® Electric is available in two versions: for
voltage of 230V and 120V.

Technical Data

Weight:                                                               2.2 kg / 4.9 lbs

Output:                                                                            550 W

Voltage: 				         230 V resp. 120 V

Rotational speed: 				       3200 rpm

Vibration (EN ISO 8662-1; 8662-4): 		   0.8 m/sec2

Sound pressure level (DIN 45635-21; ISO 3744):           83 dB
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MBX® Belt coarse, black

MBX® Belt medium, ochre

MBX® Belt fine, green

MBX® Belt stainless steel, fine

MBX® Belt stainless steel, coarse

Bristles: Ø 0.7 mm carbon spring steel, angled,
tips sharpened and heat treated

Removes undercoating and sealing compounds.
Particularly suitable for areas with weld seams, contours
and edges. Sandblast effect

23 mm (10 pack) 		 Art.No. 	 MB-001-10
11 mm (10 pack) 		  Art.No. 	 MB-020-10  

Bristles: Ø 0.53 mm carbon spring steel, angled,
tips sharpened and heat treated

High performance rust removal belt with excellent
cleaning effect. Fine sandblast effect.

23 mm (10 pack) 		 Art.No. 	 MB-009-10
11 mm (10 pack) 		  Art.No. 	 MB-021-10

Bristles: Ø 0.5 mm carbon spring steel, tips heat treated

Paint removal and cleaning work, removal of
seals/gaskets on grey cast iron. Not for aluminum
and aluminum die castings. No sandblast effect. 

23 mm (10 pack) 		 Art.No. 	 MB-005-10
11 mm (10 pack) 		  Art.No. 	 MB-028-10 
 

Bristles: Ø 0.5 mm stainless steel, straight bristles

Removal of paint and corrosion on aluminum bodies and
superstructures, particularly in the riveting area of truck
bodies; adapts well to contours. No sandblast effect.

23 mm (10 pack) 		 Art.No. 	 MB-007-10
11 mm (10 pack) 		  Art.No. 	 MB-031-10 

Bristles: Ø 0.5 mm stainless steel, angled, tips sharpened

Applications: Same as with MBX® Belt stainless steel fine, 
but with sandblast effect for surfaces to be roughened.

23 mm (10 pack) 		 Art.No. 	 MB-011-10
11 mm (10 pack) 		  Art.No. 	 MB-030-10

The patented MBX® Adaptor Systems capture the physical energy created 
by the centrifugal forces occurring due to the rotation. They consist of high 
quality aluminum die casting alloy and are available in two different widths: 

23 mm:   Art.No.   AS-009
11 mm:   Art.No.   AS-012



The patented MBX® Vinyl Zapper removes vinyl,
adhesive residues, reflecting decals, stickers, pin-
stripes and double-sided adhesive tape from acrylic 
paints on metal, wood and aluminum surfaces.
An excellent solution for removing adhesive residues
from moldings - and the amazing result: no damage of
paintwork.

Suitable for limited use on water-based paints, glass
fiber reinforced plastics, Plexiglas and acrylic glass.

A patented design and specially engineered material 
consisting of a natural rubber base ensure no paintwork 
damage or smearing on the working surface despite a 
rotational operating speed of 3,500 rpm.

Due to an air cushioning effect when in operation, the
MBX® Vinyl Zapper runs vibration-free and smooth.

A long service life is achieved due to a low frictional
wear through a wide wheel design.
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The MBX® Vinyl Zapper is mounted onto an MBX®

Adaptor system of 23mm width and can either be used
with the drive unit MBX® Metal Blaster® PHD, PSD or
MBX® Electric.

Watch application video

Art.No.   ZU-010-01

REACH conformity
Composition of material according to
Regulation (EC) No. 1907/2006 concerning the
Registration, Evaluation, Authorisation and
Restriction of Chemicals (REACH)

No Middle Brace – no burning the paint
Air filled spaces between rubber segments
produce ventilation effect und avoid heat
production and damaging the surface.

Quality MADE IN GERMANY
Our products are manufactured in Germany and will
meet the highest safety regulations and quality
standards.

Patented Design.
No breaking of rubber segments
Thanks to the improved and patented design (sloped
against running direction, rounded spaces) allow 
flexibility of rubber segments and avoid breaking.
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The MBX® Metal Blaster® system is offered as complete set containing all necessary components as well as a
selection of MBX® Belts for typical applications in automotive industry and car repair shops.

MBX® Metal Blaster® Set, PHD (Pneumatic Heavy Duty)

MBX® Metal Blaster® Set - Electric

MBX® Vinyl Zapper Set

consisting of:
• 1 drive unit MBX® Pneumatic Heavy Duty
• 1 MBX® Adaptor System 23mm
• 1 MBX® Adaptor System 11mm
• 1 MBX® Belt coarse, black 23mm
• 1 MBX® Belt coarse, black 11mm
• 1 MBX® Belt medium, ochre 11mm
• 1 MBX® Belt fine, green 11mm
• 1 MBX® Vinyl Zapper / Decal eraser

Set packed in a blow mould case 	            SP-121-BMC
Set in a cardboard box                                 SP-121

consisting of:
• 1 drive unit MBX® Pneumatic Standard Duty
• 1 MBX® Adaptor System 11mm
• 1 MBX® Belt coarse, black 11mm
• 1 MBX® Belt medium, ochre 11mm
• 1 MBX® Belt fine, green 11mm

Set packed in a blow mould case 	            SP-200-BMC
Set in a cardboard box                                 SP-200
	

consisting of:
• 1 drive unit MBX® Electric
• 1 MBX® Adaptor System 23mm
• 1 MBX® Adaptor System 11mm
• 1 MBX® Belt coarse, black 23mm
• 1 MBX® Belt coarse, black 11mm
• 1 MBX® Belt medium, ochre 11mm
• 1 MBX® Belt fine, green 11mm
• 1 MBX® Vinyl Zapper / Decal eraser

Set (230V) in a blow mould case 	            SP-206-BMC
Set (230V) in a cardboard box                    SP-206

Set (120V) in a blow mould case 	            SP-106-BMC
Set (120V) in a cardboard box                    SP-106

.consisting of:
• 1 drive unit MBX® Metal Blaster® Electric
• 1 MBX® Adaptor System 23mm
• 3 MBX® Vinyl Zapper / Decal eraser

Set (230V) in a blow mould case 	            SP-202-BMC
Set (230V) in a cardboard box                    SP-202

Set (120V) in a blow mould case 	            SP-105-BMC
Set (120V) in a cardboard box                     SP-105

MBX® Metal Blaster® Set, PSD (Pneumatic Standard Duty)

No Middle Brace – no burning the paint
Air filled spaces between rubber segments
produce ventilation effect und avoid heat
production and damaging the surface.
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The MBX® Die Blaster® with it‘s patented Accelerator 
Bar was specially designed to remove corrosion in areas 
that are difficult to reach - like door rabbets, roof joints,
wheel housings to create a ‚blasted surface‘ for
superior adhesion.

The also patented Air Cooling system extends the life of
the belts. The low speed of 2,600 rpm and the light and
compact design of 1.1 kg (2.4 lbs) ensure a high degree 
of operator safety  and an easy, flexible handling.

These characteristics make the MBX® Die Blaster® a
perfect complement to the well-proven MBX® Metal
Blaster® system.

The patented Accelerator Bar ensures a significantly
higher and continuous performance of the MBX® Die
Blaster® Belts and thereby achieves:
• high performance in rust removal – clean, bare metal,
  even in pits
• fast paint removal
• high working speed while removing seam sealer and
  undercoating, even in hard-to-reach areas

Patented Accelerator Bar:
• reduces surface preparation time by 75%
• creates a ‚blasted surface‘ for superior adhesion
• saves time and money

Patented Air Cooling System
• extends life of the MBX® Die Blaster® Belts

watch application video

Technical data

Weight: 				                 1.1 kg / 2.4 lbs

Air pressure connection thread: 		           G 1/4 “

(of the assembled Air Pressure Regulator)

Required hose diameter: 		           3/8 “ ID (9.5 mm)

Rotational speed: 			                       2600 rpm

Required flow pressure: 		            7.5 bar / 110 psi

(by using the assembled air pressure regulator)

Average air consumption: 		    14.2 CFM (400 l/min)

Vibration (EN ISO 8662-1; 8662-4): 		  1.45 m/sec2

Sound pressure level (DIN 45635-21; ISO 3744):            84 dB
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These belts are specially designed to be used with the
MBX® Die Blaster®. They can not be used with other
drive units.

MBX® Die Blaster® Belts are available as „full“ and 
„half“ 11mm-belts: „half“ with only one row of wires 
bristles (right of left).

„Half“ Belts are ideal for works in hollows and other
narrow areas, e.g. in roof joints.

MBX® Die Blaster® Belts
11 mm            		  	  Art.No.  DB-105-10
11 mm, right  			    Art.No.  DB-106-10
11 mm, left   			    Art.No.  DB-107-10

The MBX® Die Blaster® is offered as a set.

MBX® Stab Blaster® Set Pneumatic

consisting of:
• drive unit MBX® Die Blaster® Pneumatic
• Accelerator Bar for MBX® Die Blaster®

• MBX® Adaptor System 11mm
• Swivel Connector
• Air Pressure Regulator for MBX® Die Blaster® system
• 2 MBX® Stab Blaster® Belts, lime green, 11mm
• 2 MBX® Stab Blaster® Belts, lime green, 11mm, right
• 2 MBX® Stab Blaster® Belts, lime green, 11mm, left
• packed in a blow mould case   

				      Art.No.   SDB-001

The MBX® Die Blaster® is perfectly suitable for
applications in areas that can hardly be reached with the
MBX® Metal Blaster® or other tools for surface
preparation:

• corrosion removal, in particular:
• in wheel housings
• in roof joints
• removal of sealing material, e.g. in door foldings
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Thanks to the patented Accelerator Bar, the Bristle
Blaster® Automotive ensures the bristles impact with
greater force.
This property makes it the perfect tool, in particular, for
the removal of corrosion; during this process a pore-
deep, clean surface is produced with a sandblasting
effect. At the same time the action is easy on the
material and has a compacting action.

Mercedes-Benz
Please order via Mercedes-Benz GOTIS-catalogue:
http://gotis.aftersales.mercedes-benz.com
„Rundbürstenschleifer-Set MBX Bristle Blaster 3500X“	
		                           Artikel-No.     SP-680

Volkswagen, Audi
For Germany, please order at VW. Tool is named
„Bürstenstrahlerset“ https://erwin.volkswagen.de		
	                                    Artikel-No.    VAS 6446

Ford
Please order via FSE - Ford Service Equipment:
“Set MBX® Blaster 3500X”                  
			         Artikel-No.   MGBSP670

These belts are specially designed for the Bristle
Blaster® and cannot be used on other tool e.g. the 
MBX® Metal Blaster®.

The following belts are available for the Bristle Blaster®

Automotive:

Bristle Blaster® Belt, Ø 28mm, width 23mm
Bristle Blaster® Belt, Ø 28mm, width 11mm
Bristle Blaster® Belt, Ø 28mm, width 11mm, left
Bristle Blaster® Belt, Ø 28mm, width 11mm, right

The Bristle Blaster® Automotive is also suitable for the
removal of underseal, sealants and other glutinous
materials.

Technical data

Wight: 				                1.2 kg / 2.6 lbs

Air pressure connection thread: 		        1/4 “ PT

Required hose diameter: 		          3/8 “ ID (9.5 mm)

Rotational speed: 			                       3500 rpm

Required flow pressure: 		             6.2 bar / 90 psi

Average air consumption: 		    17.5 CFM (500 l/min)

Vibration (EN ISO 8662-1; 8662-4): 		       2 m/sec2

Sound pressure level (DIN 45635-21; ISO 3744): 	           83 dB

Watch instruction video
„How to operate“
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Swivel Connector
for pneumatic drive units
It permits the more flexible connection of the tool to the
compressed air hose and therefore makes work easier
				                 Art. No.     ZU-073

Air Pressure Regulator
for MBX® Metal Blaster® und Bristle Blaster®

blue (for 11mm-Belts)                  	              Art.No.      ZU-070
silver (for 23mm-Belts)	     	              Art.No.      ZU-071    
set of both air pressure regulators	              Art.No.      ZU-072
  

Re-Sharpening stone
Worn MBX® Belts can be re-sharpened using the resharpening
stone. For this purpose the belt is placed in the machine in the 
opposite direction using the Adaptor System and sharpened for 
a few seconds on the resharpening stone.
                                 		               Art.No.       ZU-003       

Quick Add®

It can be used instead of the MBX® Adaptor System of
die-cast aluminum. The Quick Add® makes it possible to
change belts even quicker without the need for
additional tools. A significantly higher service life is
achieved due to the special material composition.

for 23mm belts                          	         Art.No.      AS-015-23
for 11mm belts	                                      Art.No.      AS-015-11

Storage station 
for arranging the MBX® Metal Blaster® components
                              		                Art.No.      ZU-002     

Dust exhaust
for MBX® Metal Blaster® Pneumatic
                			                Art.No.      ZU-020
     

Air Pressure Regulator
for MBX® Die Blaster® System
(already included in the Set SDB-001)
   				                 Art.No.      ZU-074



MONTI-Werkzeuge GmbH
Reisertstraße 21
53773 Hennef, Germany
Tel.: +49 2242. 90906-30
Fax: +49 2242. 90906-99
E-Mail: info@monti.de
www.monti.de

MONTI Tools Inc. /  North American Corporate Office
10690 Shadow Wood Drive, Suite 113
Houston TX   77043 USA
Tel: +1 832 623 7970  
Fax +1 832 623 7972
info@monti-tools.com
www.monti-tools.com
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